
 

Categorization of UAS operations 
according to Commission Implementing Regulation (EU) 2019/947 as amended (last update: 26. 8. 2022) 

 
 
 

 

The above scheme is only indicative and it should serve for easier orientation in the categorization of the operation of unmanned aircraft systems (UAS) according to the common European 
regulatory framework for UAS. The Civil Aviation Authority of the Czech Republic accepts no responsibility for damages of any kind arising from the use of this document. 

Transport of people 

Carriage of dangerous goods 

Dropping of items 

A1 A3 A2 
(min. distance of 50 m 

from uninvolved persons) 

Operational 
authorisation 

(SAIL I …VI) 

 

Subcategory 

OPEN SPECIFIC CERTIFIED Category 

Type certification 
Certificate of 
Airworthiness 

Flight over assemblies of people 

Flight height within 120 m above ground 

Remote pilot is able to maintain control during the flight 

Maximum take-off mass  
(MTOM) < 25 kg 

Visual line of sight operation 

(VLOS)  

MTOM < 250 g 

UA dimensions  

> 3 m 

NO 

NO 

NO 

NO 
NO 

NO 

NO 

NO 

NO 
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YES 
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YES 

NO NO 
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NO 
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High risk for third parties in case 

of accident? 

YES 

NO 

MTOM < 2 kg 
while the 

unmanned 
pilot holds A2 
competency 

Horizontal 
distance of 150 m 
from populated 

areas 

Conflict with the LKR10-UAS 

Restricted Area (densely populated 

areas, roads, protective zones, etc.) 

YES 

NO 

YES 

YES 

https://www.caa.cz/wp-content/uploads/2021/02/NOOP_LKR10_EN.pdf?cb=fec97f8b3b2da36c95d3954c225c704c
https://www.caa.cz/wp-content/uploads/2021/02/NOOP_LKR10_EN.pdf?cb=fec97f8b3b2da36c95d3954c225c704c

