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PŘÍKAZ K ZACHOVÁNÍ 
LETOVÉ ZPŮSOBILOSTI 

ÚŘAD PRO CIVILNÍ LETECTVÍ 
ČESKÁ REPUBLIKA 

Sekce technická 

leti�tě Ruzyně, 160 08 Praha 6 
tel: 233320922, fax: 220562270 

 Číslo: CAA-AD-009/2003 
Nahrazuje CAA-AD-021/2001 
 

Datum vydání: 10. ledna 2003 
 

AIRBUS 
A300, A310, A300-600 

 
 
 

 
LETOUN - TRUP - VSTUPNÍ DVEŘE - KONTROLA POTAHU (ATA 53) 

 
 
Týká se: letadel AIRBUS A300, A310 a A300-600, v�ech certifikovaných verzí a v�ech výrobních čísel. 
 
 
Datum účinnosti: 20. února 2003 
 
 
Provést v termínech: 
Jak je popsáno v DGAC AD 2002-639(B), od data účinnosti tohoto PZZ. 
 
 
Postup provedení prací: 
Dle DGAC AD 2002-639(B) (příloha tohoto PZZ). 
 
 
Poznámky: 
- Provedení tohoto PZZ musí být zapsáno do letadlové knihy. 
- Případné dotazy týkající se tohoto PZZ adresujte na ÚCL sekce technická - Ing. Toman. 
- Pokud to vy�aduje povaha tohoto PZZ, musí být zapracován do příslu�né části dokumentace pro obsluhu, údr�bu a opravy letadla. 
- Tento PZZ byl vypracován na základě DGAC AD 2002-639(B), který nahrazuje DGAC AD 2001-071(B), jen� byl zru�en revizí č.1. 
 
 
 
 
 
 
 
 
 
 
Ing. Pavel MATOU�EK 
ředitel 
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DGAC AD No.: 2002-639(B) 
 
AIRBUS 
 
A300, A310 and A300-600 aircraft 
 
Fuselage - Inspection of skin lap joints at the passenger doors and between frames 56 and 58 stringer 52 
(ATA 53) 
 
1. APPLICABILITY: 
 
AIRBUS A300, A310 and A300-600 aircraft, all certified models, all serial numbers. 
 
2. REASONS: 
 
A 91 cm long crack was found above passenger door No. 2 during a routine check on an A300B4-203. 
 
If left uncorrected, this crack could impair the structural integrity of the fuselage pressure vessel. 
 
An inspection programme was rendered mandatory by Airworthiness Directive (AD) 2000-001-300(B) for 
aircraft with an identical configuration (A300 aircraft on which AIRBUS modification No. 2611 has not been 
embodied in production). 
 
A one-time inspection was rendered mandatory by AD 2001-071(B) in areas with a similar design, in order to 
check the in-service fleet before September 30, 2002. 
 
This AD renders mandatory the repetitive inspection programme of the areas concerned, and replaces ADs 2000-
001-300(B) and 2001-071(B). 
 
3. COMPLIANCE: 
 
3.1. AIRBUS A300 aircraft on which AIRBUS modification No. 2611 has not been embodied in production 
 
3.1.1. At the thresholds, and in accordance with the instructions of AIRBUS Service Bulletins (SB) A300-53-
0354 Revision 2, SB A300-53-0356 and SB A300-53-0357, unless already accomplished, perform an ultrasonic 
inspection of the concerned areas and take the corrective actions if necessary. 
 
3.1.2. Repeat the inspections at the intervals and in accordance with the instructions defined in SB A300-53-0354 
Revision 2, SB A300-53-0356 and SB A300-53-0357, and take the corrective actions if necessary. 
 
3.2. AIRBUS A300 aircraft on which AIRBUS modification No. 2611 has been embodied in production 
 
3.2.1. At the thresholds and in accordance with the instructions of SB A300-53-0354 Revision 2 and SB A300-
53-0357, unless already accomplished, perform an ultrasonic inspection of the areas concerned and take the 
corrective actions if necessary. 
 
3.2.2. Repeat the inspections at the intervals and in accordance with the instructions defined in SB A300-53-0354 
Revision 2 and SB A300-53-0357, and take the corrective actions if necessary. 
 
3.3. AIRBUS A310 aircraft 
 
3.3.1. At the thresholds and in accordance with the instructions of SB A310-53-2112, unless already 
accomplished, perform an ultrasonic inspection of the area concerned and take the corrective actions if necessary. 
 
3.3.2. Repeat the inspections at the intervals and in accordance with the instructions defined in SB A310-53-
2112, and take the corrective actions if necessary. 
 
3.4. AIRBUS A300-600 aircraft 
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3.4.1. At the thresholds and in accordance with the instructions of SB A300-53-6129 Revision 2, unless already 
accomplished, perform an ultrasonic inspection of the area concerned and take the corrective actions if necessary. 
 
3.4.2. Repeat the inspections at the intervals and in accordance with the instructions defined in SB A300-53-6129 
Revision 2 and take the corrective actions if necessary. 
 
REF.: 
AIRBUS Service Bulletins: 
A300-53-0354 Revision 2 
SB A300-53-0356 
SB A300-53-0357 
SBA310-53-2112 
SB A300-53-6129 Revision 2 
(Any later approved revisions of these SBs is acceptable). 
 
This AD replaces ADs 2001-071(B) and 2000-001-300(B) R1 which are cancelled. 
 
EFFECTIVE DATE: JANUARY 04, 2003 
 


