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PŘÍKAZ K ZACHOVÁNÍ 
LETOVÉ ZPŮSOBILOSTI 

ÚŘAD PRO CIVILNÍ LETECTVÍ 
ČESKÁ REPUBLIKA 

Sekce technická 
leti�tě Ruzyně, 160 08 Praha 6 

tel: 233320922, fax: 220562270 

 Číslo: CAA-AD-049/2004 
 

Datum vydání 27. května 2004 
 

BOEING 
737-600, -700, -700C, -800, -900 

Tento PZZ byl vydán na základě Rozhodnutí č. 2/2003 výkonného ředitele EASA, které ustanovuje, �e PZZ vydané úřadem 
státu typového návrhu jsou závazné pro v�echny země EU. 
 

 
LETOUN � "START CONVERTER UNITS" � KONTROLA/VÝMĚNA 

 
Týká se: letadel Boeing 737-600, -700, -700C, -800 a -900; certifikovaných v kterékoliv kategorii; vybavených 
"start converter units" (SCUs) mající katalogové číslo (P/N) Honeywell 1151858- 241, sérií 1 a� 9 včetně nebo 
P/N 1152426-245, sérií 1 a� 6 včetně. 
 
 
Datum účinnosti: 08. července 2004. 
 
 
Provést v termínech:  
Jak je popsáno v FAA AD 2004-10-10 od data účinnosti tohoto PZZ. 
 
 
Postup provedení prací: 
Dle FAA AD 2004-10-10 (příloha tohoto PZZ). 
 
Poznámky: 
- Provedení tohoto PZZ musí být zapsáno do letadlové knihy. 
- Případné dotazy týkající se tohoto PZZ adresujte na ÚCL sekce technická � Ing. Toman. 
- Pokud to vy�aduje povaha tohoto PZZ, musí být zapracován do příslu�né části dokumentace pro obsluhu, údr�bu a opravy letadla. 
- Tento PZZ byl vypracován na základě FAA AD 2004-10-10. 
 
 
 
 
 
 
 
 
 
 
 
 
Ing. Pavel MATOU�EK 
ředitel 



 

CAA-AD-049/2004 
2/3 

2004-10-10 Boeing: Amendment 39-13640. Docket 2001-NM-291-AD.  
 
Applicability: Model 737-600, -700, -700C, -800, and -900 series airplanes; certificated in any category; 
equipped with start converter units (SCUs) having Honeywell part number (P/N) 1151858- 241, Series 1 through 
9 inclusive, or P/N 1152426-245, Series 1 through 6 inclusive.  
 
Note 1: This AD applies to each airplane identified in the preceding applicability provision, regardless of 
whether it has been modified, altered, or repaired in the area subject to the requirements of this AD. For airplanes 
that have been modified, altered, or repaired so that the performance of the requirements of this AD is affected, 
the owner/operator must request approval for an alternative method of compliance in accordance with paragraph 
(b) of this AD. The request should include an assessment of the effect of the modification, alteration, or repair on 
the unsafe condition addressed by this AD; and, if the unsafe condition has not been eliminated, the request 
should include specific proposed actions to address it.  
 
Compliance: Required as indicated, unless accomplished previously.  
 
To prevent overheating of the electrical connector of the SCU, which could create an ignition source and possible 
fire in the electrical and electronics (E/E) compartment and cause damage to certain electrical wire bundles on 
the E2-2 shelf, accomplish the following:  
 
Replacement  
 
(a) Within 36 months after the effective date of this AD: Replace the SCU of the auxiliary power unit located in 
the E/E compartment per a method approved by the Manager, Seattle Aircraft Certification Office (ACO), FAA. 
Boeing 737-600/700/800/900 Maintenance Manual, Chapter 49-41-61, dated June 5, 1998; and Aircraft 
Maintenance Manual, Chapter 49-41-61, dated October 10, 2003, are approved methods of compliance with the 
requirements of this paragraph. Replace the applicable SCU listed in the "Existing Honeywell P/N" column 
below, with the corresponding SCU listed in the "Replacement Honeywell P/N" column below, as follows:  
 
SCU Part Numbers  

Existing Honeywell P/N  Replacement Honeywell P/N  
1151858-241, of any series 1 through 9 inclusive  1151858-241, series 10 or 1151858-241, series 11 or 

1151858-241, series 12.  

1152426-245, of any series 1 through 6 inclusive  1152426-245, series 7 or 1152426-245, series 8 or 
1152466-250, series 1 or 1152466-250, series 2 or 
1152466-250, series 3.  

 
 
Alternative Methods of Compliance  
 
(b) An alternative method of compliance or adjustment of the compliance time that provides an acceptable level 
of safety may be used if approved by the Manager, Seattle ACO, FAA. Operators shall submit their requests 
through an appropriate FAA Principal Maintenance Inspector, who may add comments and then send it to the 
Manager, Seattle ACO.  
 
Note 2: Information concerning the existence of approved alternative methods of compliance with this AD, if 
any, may be obtained from the Seattle ACO.  
 
Special Flight Permits  
 
(c) Special flight permits may be issued in accordance with § 21.197 and 21.199 of the Federal Aviation 
Regulations (14 CFR 21.197 and 21.199) to operate the airplane to a location where the requirements of this AD 
can be accomplished.  
 
Effective Date  
 
(d) This amendment becomes effective on June 24, 2004.  
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Footer Information 

Issued in Renton, Washington, on May 10, 2004. 
Kalene C. Yanamura, 
Acting Manager, Transport Airplane Directorate,  
Aircraft Certification Service. 
[FR Doc. 04-11287 Filed 5-19-04; 8:45 am] 
BILLING CODE 4910-13-P 


