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Tento PZZ je vydáván pro výrobek transferovaný pod působnost EASA. 
 
 
 
 
Na základě rozhodnutí EASA je následující Příkaz k zachování letové způsobilosti závazný pro 
všechny výrobky provozované v EU na které se daný PZZ vztahuje. 
 
 
 
 
Provedení PZZ, který se vztahuje podle typu a výrobního čísla na výrobek je pro 
provozovatele/vlastníka letadla zapsaného do leteckého rejstříku závazné. Neprovedením PZZ ve 
stanoveném termínu dojde ke ztrátě letové způsobilosti výrobku. 
 
 
 
 
 
 
 
 
Poznámky: 
- Provedení tohoto PZZ musí být zapsáno do provozní dokumentace letadla. 
- Případné dotazy týkající se tohoto PZZ adresujte na ÚCL sekce technická. 
- Pokud to vyžaduje povaha tohoto PZZ, musí být zapracován do příslušné části dokumentace pro obsluhu, 
údržbu a opravy letadla. 

 
 
 
 

 

ÚŘAD PRO CIVILNÍ LETECTVÍ, Letiště Ruzyně, 160 08 Praha 6 
fax: +420 220 561 823 • telefon: +420 225 421 111 • www.ucl.cz • email: podatelna@caa. 
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EASA AIRWORTHINESS DIRECTIVE 

 

AD No.: 2006-0111R1 
 
 
Date: 26 August 2009 
 
Note: This Airworthiness Directive (AD) is issued by EASA, acting in accordance with 
Regulation (EC) No 216/2008 on behalf of the European Community, its Member States and of 
the European third countries that participate in the activities of EASA under Article 66 of that 
Regulation. 

This AD is issued in accordance with EC 1702/2003, Part 21A.3B. In accordance with EC 2042/2003 Annex I, Part M.A.301, the 
continuing airworthiness of an aircraft shall be ensured by accomplishing any applicable ADs. Consequently, no person may operate 
an aircraft to which an AD applies, except in accordance with the requirements of that AD, unless otherwise specified by the Agency 
[EC 2042/2003 Annex I, Part M.A.303] or agreed with the Authority of the State of Registry [EC 216/2008, Article 14(4) exemption]. 

Type Approval Holder’s Name : 
 
AIRBUS SAS 

Type/Model designation(s) : 
 
A310 aeroplanes 

TCDS Number :  France No. 145 

Foreign AD :  Not applicable 

Revision :  This AD revises and replaces EASA AD 2006-0111 dated 12 May 2006. 

 

ATA 27 Flight Controls – Flaps Transmission Shaft – Inspection / Repair 

 

Manufacturer(s): Airbus (formerly Airbus Industrie) 

Applicability: Airbus A310 aeroplanes, all certified models, all serial numbers. 

Reason: 

During High Time Equipment (HTE) reviews conducted within the scope of the 
A310 aircraft Design Service Goal (DSG) extension work, Airbus discovered 
that the splined couplings and the sliding bearings of the flap transmission 
system could be affected by corrosion and wear, especially when their 
protective components such as wiper rings and rubber gaiters could become 
defective. 

This condition, if not detected and corrected, could degrade the functional 
integrity of the flap transmission system. 

For the reason described above, this AD requires repetitive inspections of the 
flap transmission system and associated components, and corrective 
action(s), depending on findings. 

This AD has been revised to correct the compliance time of 400 flight cycles in 
paragraph (3) into 400 flight hours. In addition, paragraph (4) has been 
introduced to clarify that the corrective actions do not end the requirement to 
continue the repetitive inspections, and some editorial changes for reasons of 
standardization. These do not affect the requirements of this AD as originally 
intended. 
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Effective Date: 19 May 2006 

Required Action(s) 
and Compliance 
Time(s): 

Required as indicated, unless accomplished previously: 

(1) Within the next 2 500 flight cycles (FC) after the effective date of this AD, 
inspect the splined couplings and the sliding bearings of the flap 
transmission shaft, in accordance with the instructions of Airbus Service 
Bulletin (SB) A310-27-2099. 

(2) Thereafter, at intervals not to exceed 2 500 FC, repeat the inspection of 
the splined couplings and the sliding bearings of the flap transmission 
shaft, in accordance with the instructions of Airbus SB A310-27-2099. 

(3) If, during any inspection as required by paragraph (1) or (2) of this AD, a 
defect is observed, within 400 flight hours after the discovery, remove the 
affected component and accomplish the corrective actions in accordance 
with the instructions of Airbus SB A310-27-2099. 

(4) Accomplishment of corrective actions as required by paragraph (3) of 
this AD does not constitute terminating action for the repetitive 
inspections as required by paragraph (2) of this AD. 

Ref. Publications: 
AIRBUS Service Bulletin A310-27-2099 original issue or Revision 01. 

The use of later approved revisions of this document is acceptable for 
compliance with the requirements of this AD. 

Remarks : 

1. If requested and appropriately substantiated, EASA can approve 
Alternative Methods of Compliance for this AD. 

2. The original issue of this AD was posted on 15 February 2006 as PAD 06-
034 for consultation until 14 March 2006. No comments were received 
during the consultation period. 

3. Enquiries regarding this AD should be referred to the Airworthiness 
Directives, Safety Management & Research Section, Certification 
Directorate, EASA. E-mail ADs@easa.europa.eu  

4. For any question concerning the technical content of the requirements in 
this AD, please contact: AIRBUS SAS – EAW (Airworthiness Office, 
Telephone: + 33 5 61 18 41 39, Fax: + 33 5 61 93 44 51). 
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