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AIRWORTHINESS DIRECTIVE 
 
Number: CAA-AD-1-003/96 R3 
Supersedes CAA-AD-1-003/96 R2 
 
Date of issue: September 25, 2009 
 
Textron Lycoming 
 

ENGINE - TIME BETWEEN OVERHAULS - CHANGE  

 
Applicability: All types and models Textron Lycoming piston aircraft engines 
operated in the Czech Republic. 
 
Reason: In connection of the full implementation of requirements of the Directive 
(EU) 2042/2003, Part M (especially the paragraph M.A.302), the Civil Aviation 
Authority of the Czech Republic (CAA-CZ) cancels the airworthiness directive (AD) 
no. CAA-AD-1-003/96 for all Textron Lycoming piston aircraft engines. 
 
 
Effective date: September 28, 2009.  
 
 
Compliance: N/A 
 
 
Remarks: The compliance of this AD must be recorded in Aircraft Logbook, where applicable the requirements of this AD 
must be integrated into Aircraft Technical Documentation. Address inquiries concerning this AD to: Civil Aviation Authority-
CZ, Airworthiness Division, Ruzyne Airport, 160 08 Prague 6, Czech Republic, tel.:+ 420 233 320 922, fax: +420 220 562 
270.  
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