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VRTULNÍK  ŠROUBY UPEVNĚNÍ OCASNÍHO NOSNÍKU K TRUPU (ATA 53) 
KONTROLA
                                                   
Týká se vrtulníků AS 355 E, F, F1, F2 ,N vyrobených firmou Eurocopter, vybavených šrouby, které upevňují ocasní
nosník k trupu vrtulníku katalogového čísla P/N 22201BC060008L (N5103337287).
 
Důvod vydání: v provozu vrtulníku se vyskytly šrouby, které mají špatné tepelné zpracování.
 
Datum účinnosti: 21. března 2002
 
Provést v termínech: Jak je popsáno v DGAC AD 1997146054(A) R1.
 
Postup provedení prací: Dle DGAC AD 1997146054(A) R1 (příloha tohoto PZZ).
 
Poznámky: Provedení tohoto PZZ musí být zapsáno do letadlové knihy. Případné dotazy týkající se tohoto PZZ adresujte na ÚCL sekce
technická – Ing. B. Fiala. Pokud to vyžaduje povaha tohoto PZZ, musí být zapracován do příslušné části dokumentace pro obsluhu,
údržbu a opravy letadla. Tento PZZ byl vypracován na základě DGAC AD 2002028066(A).
 
Ing. Pavel MATOUŠEK
ředitel sekce technické
DGAC AD No.: 1997146054(A) R1
EUROCOPTER
 
AS 355 helicopters
 
Tail boomtoaircraft structure junction attachment screws (ATA 53)
 
1. EFFECTIVITY:
This Airworthiness Directive (AD) applies to AS 355 helicopters, versions E, F, F1, F2 and N equipped with attachment
screws P/N 22201BC060008L (N5103337287), which ensure the tail boomtoaircraft structure junction attachment.
 
2. REASONS:
This Airworthiness Directive is issued following the discovery of screws which do not meet the metallurgical
requirements.
This Revision 1 covers the conversion of the Service Telex into Alert Service Bulletin (ASB) No. 01.00.43, with no
change to the technical content.
 
3. MANDATORY ACTIONS AND COMPLIANCE TIME:
The following measures are rendered mandatory from the effective date of the original issue of this AD:
 
3.1. Within 100 flying hours or at the latest by July 31, 1997 (whichever limit is reached first), check the marking on the
heads of the 23 attachment screws which are located above the cargo compartment floor and scrap all the screws which
are marked with the letter "M" above the designation "BC" in accordance with the instructions given in paragraph 2.B.1
of referenced EUROCOPTER AS 355 Alert Service Bulletin No. 01.00.43.
 
Important Note:
The measures mentioned above apply to all the aircraft of the ECUREUIL aircraft range except for aircraft which are in
the following situations:
 
1st case: New or overhauled aircraft delivered after May 15,1997.
2nd case: Aircraft on which no tail boomtoaircraft structure junction attachment screw has been replaced since July



01,1994 (even if these screws are marked with the letter "M").
 
3.2. At the latest by July 31, 1997, all the screws with this part number which are held as spares and marked with the
letter "M", must be scrapped in accordance with the instructions given in paragraph 2.B.2 of the referenced Alert Service
Bulletin.
 
REF.: EUROCOPTER AS 355 Alert Service Bulletin No. 01.00.43.
 
This Revision 1 replaces original AD 97146054(AB) dated July 16,1997.
 
EFFECTIVE DATES:
Original AD: On receipt, from JULY 16, 1997
Revision 1: FEBRUARY 02, 2002
 


