
 

 
 

 
 

PŘÍKAZ K ZACHOVÁNÍ 
LETOVÉ ZPŮSOBILOSTI 

ÚŘAD PRO CIVILNÍ LETECTVÍ 
ČESKÁ REPUBLIKA 

Sekce technická 
letiště Ruzyně, 160 08 Praha 6 

tel: 233320922, fax: 220562270 

 Číslo: 2006-0373R1-E Corrected 
Datum účinnosti: 18. prosince 2006 
STEMME GmbH & Co. KG 
 Motorové kluzáky STEMME S 10-V, 
                               S 10-VT 

Tento PZZ je vydáván pro výrobek transferovaný pod působnost EASA 
 

 
 
 

Na základě rozhodnutí EASA je následující Příkaz k zachování letové 
způsobilosti závazný pro všechny výrobky provozované v EU na které se daný 
PZZ vztahuje. 

 
 
 
Provedení PZZ, který se vztahuje podle typu a výrobního čísla na výrobek je pro 
provozovatele/vlastníka letadla zapsaného do leteckého rejstříku závazné. Neprovedením PZZ 
ve stanoveném termínu dojde ke ztrátě letové způsobilosti výrobku. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Poznámky: 
- Provedení tohoto PZZ musí být zapsáno do provozní dokumentace letadla. 
- Případné dotazy týkající se tohoto PZZ adresujte na ÚCL sekce technická. 
- Pokud to vyžaduje povaha tohoto PZZ, musí být zapracován do příslušné části dokumentace pro obsluhu, údržbu a opravy letadla. 
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EASA EMERGENCY AIRWORTHINESS DIRECTIVE 

 

EAD No.: 2006–0373R1-E 
[Corrected: 05 January 2007] 
 
 
 
Date: 15 December 2006 

No person may operate an aircraft to which an Airworthiness Directive applies, except in accordance with the 
requirements of that Airworthiness Directive unless otherwise agreed with the Authority of the State of Registry. 

 
Type Approval Holder’s Name : 
 
STEMME GmbH & Co. KG 

 
Type/Model designation(s) : 
 
STEMME S 10-V and S 10-VT Powered Sailplanes 

 

TCDS Number : EASA A.054 
Note: For the affected propellers, LBA Germany issued Datenblatt Nrs. 32.100/2, 32.100/3 and 32.100/4.

Foreign AD : Not applicable. 

Revision/Supersedure : This revision supersedes and cancels the original EASA EAD 2006-0373-E. 

 

ATA 61 Propeller – Blade Follower 10AP-VM – Replacement 

 

Manufacturer(s): STEMME AG 

Applicability: 

Model 10AP-F Propellers, serial number (s/n) 40001 through 40010; 
Model 10AP-V Propellers, s/n 10661 and 20001 through 20051 (except 20038 
and 20043); and 
Model 11AP-V Propellers, s/n 30001 through 30111 (except 30059 and 
30027). 
These propellers have been designed for, and are only allowed to be installed 
on, Stemme S 10-V and S 10-VT powered sailplanes. 

Reason: 

Service experience showed that the connection screw of the propeller blade 
follower type 10AP-VM may break and the main part of the blade follower can 
be lost in flight. This condition, if not corrected, could lead to high vibration 
during powered flight and consequently result in decreased control of the 
aircraft. Stemme has developed a new blade follower, Model 10AP-VP, which 
is reinforced on the shaft and has an Allen head screw installed instead of a 
slotted screw. For the reason stated above, this Emergency Airworthiness 
Directive (EAD) requires the replacement of the blade follower type 10AP-VM 
with the new type 10AP-VP. 
This EAD has been revised to correct the TCDS reference and the applicability 
statement. No separate TC was issued for the affected propellers. These 
propellers are part of the aircraft type design. 
Paragraph (4) of the ‘Compliance’ section of this EAD has been corrected. 

Effective Date: 18 December 2006 
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Compliance: 

Required as indicated, unless accomplished previously: 
 
(1) Before next flight after the effective date of this directive, amend the 

Aircraft Flight Manual (AFM) to include the following warning: 
 
 Attention – If Propeller Blade Follower main part is lost in flight: 

a) reduce the power setting, the vibration will be decreased. 
b) a safety landing on the next airfield must be performed. 

 
 This may be accomplished by inserting a copy of this EAD into the AFM. 

 
(2) Within the next 25 engine operating hours after the effective date of this 

directive, but not later than 31 March 2007, replace blade follower type 
10AP-VM with the new type 10AP-VP in accordance with the instructions 
contained in Stemme Service Bulletin A31-10-078. 
 

(3) After replacement of the blade follower as required by paragraph (2) of this 
directive, the warning may be removed from the AFM. 
 

(4) After 31 March 2007, no person may install a propeller type 10AP-F, 10AP-
V or 11AP-V on any aircraft, unless that propeller has the new type 10AP-
VP blade follower installed in accordance with the instructions contained in 
Stemme Service Bulletin A31-10-078. 

 

Ref. Publications: Stemme Service Bulletin No. A31-10-078 Amendment-Index 01.a dated 
06.11.2006. 

Remarks : 

 
1. If requested and appropriately substantiated the responsible EASA 

manager for the related product has the authority to accept Alternative 
Methods of Compliance (AMOCs) for this AD. 
 

2. The safety assessment has requested not to implement the full consultation 
process and an immediate publication and notification. 
 

3. Enquiries regarding this Emergency Airworthiness Directive should be 
referred to the Airworthiness Directives Focal Point – Certification 
Directorate, EASA. E-mail: ADs@easa.europa.eu. 
 

4. For any questions concerning the technical content of the requirements in 
this AD, please contact: 
STEMME GmbH & Co. KG, Flugplatzstraße F 2, Nr. 7, D-15344 Strausberg, 
Germany; telephone: + 49-33-41-3612-0; Fax: + 49-33- 41-3612-30; 
E-Mail: P.Ellwanger@stemme.de. 
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